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FILE NAME

INSTALLED STORM
SEWER PER PLANS

MAIN PIPE INVERT
SECTION VIEW

REINFORCED CONCRETE
STORM SEWER BELL SECTION

CONTRACTOR SHALL INSTALL BOOT CONNECTION
AND/OR  FILL OPENING WITH NON-SHRINK MORTAR
COLLAR TO THE SATISFACTION OF THE ENGINEER.

END OF LATERAL SHALL NOT
PROTRUDE INTO STORM SEWER !
MAIN LINE. TRIM LATERAL PIPE
FLUSH WITH INSIDE OF STORM !

‘\—LATERAL SHALL BE SAwcuT. / )
|
SEWER MAIN LINE. \

REMOVE EXISTING STORM SEWER
TO NEAREST JOINT OR PROVIDE
SAWCUT TO REMOVE PIPE

ABANDONED SEWERS SHALL BE
PLUGGED WITH CLASS SI CONCRETE
OR BRICK WITH SUITABLE MORTAR,
TO THE SATISFACTION OF THE
ENGINEER

am S AN Vo

GENERAL NOTES

GENERAL NOTES

1. THE WORK SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPLICABLE PORTIONS

CORE NEW OPENING IN EXISTING
STORM SEWER STORM SEWER

PLAN VIEW

OF SECTION 550 OF THE STANDARD SPECIFICATIONS

STORM SEWER
CONNECTION DETAIL

1. THE WORK SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPLICABLE PORTIONS
OF SECTION 550 OF THE STANDARD SPECIFICATIONS

2. IF THE EXISTING SEWER PIPE TO REMAIN IS CRACKED, BROKEN, OR OTHERWISE DAMAGED
DURING THE REMOVAL, THE CONTRACTOR SHALL REPLACE THE DAMAGED SECTION OF
PIPE WITH PIPE EQUAL AND SIMILAR IN ALL RESPECTS TO THE PIPE IN THE EXISTING
SEWER, IN A CAREFUL WORKMANLIKE MANNER WITHOUT ADDITIONAL COMPENSATION.

PIPE REMOVAL AND
PLUG DETAIL

\EXISTING STORM SEWER
TO BE ABANDONED IN PLACE

2 CL. (TYP.)
\ N

0.D. EXIST.
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STORM SEWER

2" CL. (MINJD

6"

¥

CLASS SI
CONCRETE FRONT VIEW

GENERAL NOTES

WELDED WIRE
FABRIC 6" X 6"
58#/100 SQ. FT.
(INCLUDED IN THE
COST OF CONCRETE

COLLAR)

2. TRENCH BACKFILL AND REMOVAL AND REPLACEMENT OF UNSUITABLE
MATERIAL BELOW PLAN BEDDING GRADE WILL BE PAID FOR SEPERATELY.

CONCRETE COLLAR

2.0"

COLLAR TO PROVIDE A
MINIMUM 1-FT OVERLAP
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1. IF THE EXISTING SEWER PIPE IS CRACKED, BROKEN, OR OTHERWISE DAMAGED DURING
THE REMOVAL, THE CONTRACTOR SHALL REPLACE THE DAMAGED SECTION OF PIPE WITH
PIPE EQUAL AND SIMILAR IN ALL RESPECTS TO THE PIPE IN THE EXISTING SEWER,
IN A CAREFUL WORKMANLIKE MANNER WITHOUT ADDITIONAL COMPENSATION.

3. CONCRETE COLLAR SHALL BE FORMED TO PROVIDE A SMOOTH PIPE INTERIOR

CONCRETE

COLLAR DETAIL
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CHAMBER "3\\

SIDE VIEW

INSIDE ESTIMATED

DIAMETER | CLASS SI CONCRETE

OF PIPE REQUIRED 7 EACH
INCH CU YD
72 2.10
84 2.50 )
9% 3.00 4
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TO THE DES PLAINES {RIVER

(PAID FOR AS EARTH EXCAVATION)

JUNCTION CHAMBER ®3 GRADING DETAIL

(NOT TO SCALE)
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